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Amendment to the Claims: 



This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1. (original) A method, comprising: 

providing a handset coupled to interface with a docking station; 

the handset determining one of a docked condition and an undocked condition; 

initiating a communications session, wherein the communications session spans from the 
handset to a remote communications device using a WPAN communications link, and out from 
the remote communications device using a cellular link; 

the handset translating between the WPAN communications link and the cellular link; 

if the handset is in the docked condition, the handset routing an audio component through 
the docking station; and 

if the handset is in the undocked condition, the handset routing the audio component 
through the handset. 

2. (original) The method of claim ! , wherein the WPAN communications link utilizes a 
Bluetooth communications protocol. 

3. (original) The method of claim I, further comprising the handset discovering and 
coupling to the remote communications device using the WPAN communications link. 

4. (original) The method of claim 1 , wherein the docking station is integrated with a 
vehicle. 



2 



PAGE 5/1 1 ■ RCVD AT 2/7/2006 12:39:59 PM [Eastern Standard Time] ' SVR: USPTO-EFXRF-6/27 ' DNIS:2738300 * CSID:8475760721 ' DURATION (mm-ss):0240 



FEB-07-2006 12:46 FROM: 



8475760721 



TO:USPTO 



P.6'11 



Appl, NO. 10/729.786 Docket No. IS01 182TC 

Amdt. Dated February 7, 2006 Customer No. 2291 7 

Reply to Office Action of September 7, 2005 

5. (original) The method of claim 1, further comprising if the handset is in the docked 
condition, initiating the communications session via voice recognition algoridun in one of the 
docking station and the handset. 

6. (original) The method of claim 1, further comprising if the handset is in the docked 
condition, one of the docking station and the handset executing a noise reduction algorithm, 
during the communications session* 

7. (original) The method of claim 1, further comprising initiating the communications 
session using a human interface element on the handset. 

8. (original) The method of claim 1, wherein initiating the communications session 
comprises initiating the communications session using the handset. 

9. (original) The method of claim 1, wherein initiating the communications session 
comprises the handset receiving a communication session request from the remote 
communicatioas device. 

10. (original) A handset coupled to interface with a docking station, comprising a 
computer-readable medium containing computer instructions for instructing a processor to 
perform a method of controlling a communications session, the instructions comprising; 

the handset determining one of a docked condition and an undocked condition; 

initiating the communications session, wherein the communications session spans from 
the handset to a remote communications device using a WPAN communications link, and out 
from the remote communications device using a cellular link; 

the handset translating between the WPAN communications link and the cellular link; 

if the handset is in the docked condition, the handset routing an audio component through 
the docking station; and 

if the handset is in the undocked condition* the handset routing the audio component 
through the handset. 
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1 1 . (original) The handset of claim 1 0, wherein the WPAN communications link utilizes 
a Bluetooth communications protocol. 

12. (original) The handset of claim 10, further comprising the handset discovering and 
coupling to the remote communications device using the WPAN communications link. 

13. (original) The handset of claim 10, wherein the docking station is integrated with a 

vehicle. 

14. (original) The handset of claim 10, further comprising if the handset is in the docked 
condition, initiating the communications session via voice recognition algorithm in one of the 
docking station and the handset. 

15. (original) The handset of claim 10, further comprising if the handset is in the docked 
condition, one of the docking station and the handset executing a noise reduction algorithm 
during the communications session. 

16. (original) The handset of claim 10, further comprising initiating the communications 
session using a human interface element on the handset. 

17. (original) The handset of claim 10, wherein initiating the communications session 
comprises initiating the communications session using the handset 

18. (original) The handset of claim 10, wherein initiating the communications session 
comprises the handset receiving a communication session request from the remote 
communications device. 
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